
  6P23  6P25  6P27  6P29 

Φ22.6 SR621SW 

Attached 
Stem 

065-379 

24 

24 Hour 

DO NOT set Day and Date  

between 9:00pm – 1:00am 

Setting the Time and Day 

Setting the Date 

31 SUN 

6P25 6P23 

24 

31 

6P27 

31 

24 

SUN 

6P29 

31 

24 

SUN 

SUN 

Day 

31 

Date 

AUG 

Month 

High Hand Ver. 

6P57 

6P73 

6P75 

6P77 

6P79 

10 ½’’’ 
Size 

<ligne> 

Height 

<mm> 
3.45 

Accuracy 

<per Month> 
±20 sec 

1,000pcs 

Original 
Package 

Clearance 

 

Movement  
 

 

                             

0.45mm min. 

0.15 – 0.30mm. 

Hand 

case 

3 years 
Battery  
Life 

Battery consumption could be minimum by pulling out the stem 

Minute 0.40 

Second 0.07 

Small 0.02 

24 Hour 0.13 

Balance 
Weight 

<μN.m> 

The unit (gate) time of measurement must be set at "10 sec."  

and the measurement must be performed in the form of complete watch.

  
10 sec 10 sec 10 sec 

Accuracy 

Time measurement 


